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THE FOLLOWING STANDARDS ARE A PART OF THESE PLANS AND ARE INCLUDED

GENERAL NOTES

THIS SECTIGHN SHALL BE CONSTRUCTED I[N ACCORDANCE WITH THE PLANS; THE ““STANDARD
SEECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION™ ADOPTED JANUARY 1, 2012; AND THE
SPECIAL PROVISIONS [NCLUDED IN THE PROPOSAL.

THIS PROJECT IS LOCATED ON FAP 781 { JLLINGIS ROUTE 33) AT STRUCTURE NUMBER O5i-
0035. STRUCTURE NUMBER 051-0035 15 LOCATED 1.5 MILES SOUTH OF THE CRAWFORD COUNTY
LINE I[N LAWREMCE COUNTY. THE WORY INCLUDED IN SECTION 1098-1 CONSISTS OF BASE
COURSE WIDENMING, STRUCTURE REMOVAL, BOX CULVERY CONSTRUCTION, EARTHWORK, PAVEMENT
MARK ING, TRAFFIC CONTROL, AND ANY OTHER WORK NECESSARY TO LOMPLETE THE SECTIOM

PLAN DIMENSIONS AND DETAILS RELATIVE TO THE EXISTING STRUCTURE HAVE BEEN TAKEM
FROM EXISTING PLANS AND -ARE SUBJECT TO NOMINAL CONSTRUCTION VARIATIONS. [T SHALL
8t THE CONTRACTORS RESPONSIBILITY TO VERIFY DIMENSIONS AND DETAILS IN THE FIELD
AND MAKE NECESSARY APPROVED ADJUSTMENTS PRIOR TO CONSTRUCTION OR ORDERING OF
MATERIAL., SUCH VARTATIONS SHALL NOT BE CAUSE FOR ADDITIONAL COMPENSATION FOR A
CHANGE IN THE SCOPE OF THE WORK, THE CONTRACTOR WILL BE PAID FOR THE QUANTITY
FURNISHED AT THE UNIT PRICE BID FOR THE WORK,

THE LOCATIONS AND/OR DEPTHS OF UNDERGROUND UTILITIES SHOWN HAVE BEEN TAKEM FROM
INFORMATION FURNISHED BY THE yUTILITY OWNERS AND MUST BE CONSIDERED APPROXIMATE.
FIELD MARKINGS OF UTILITIES IN CRITICAL AREAS MAY BE OBTAINED BY PROVIOING A
MINIMUM OF 86 HOURS ADVANCE NOTICE THROUGH THE 4 U, L. I.E, SYSTEM BY CALLING 800~
892-0123.

ANY EXCAVATION NECESSARY FOR CONSTRUCTION OF THE PCC BASE COURSE WIDENING, 8~

GENERAL NOTES (Cont’ d)

SHORT-TERM PAVEMENT MARKING ON MILLED SURFACES SHALL BE PAINT. SHORT-TERM
PAVEMENT MARKING ON THE HMA SURFACE COURSE SHALL BE TAPE.

PAVEMENT MARKING SHALL BE APPLIED IN ACCORDANCE WITH SECTION 780 OF THE STANDARD
SPECIF [CATIONS,

THE TOTAL CUANTITY OF PAINT PAVEMENT MARKING-LINE 4" CONSISTS OF 909 FEET
OF WHITE AND 200 FEET OF YELLOW.

ALL RAISED REFLECTIVE PAVEMENT MARKERS ARE TWO-WAY AMBER MARKERS,

LENSES On THE RAISED REFLECTIVE PAVEMENT MARKERS IN THE TAPER AREAS SHALL BE
REMOVED, REMOVING, STORING, AND REINSTALLATION OF THE LENSES SHALL BE INCLUDED IN
THE COST OF TRAFFIC CONTRDL ANDG PROTECTION STANDARD 701321,

THE FOLLOWING MIXTURE REQUIREMENTS ARE AFPLICABLE TO THIS PROJECT:

MIATURE USE: SURFACE COURSE ©1 /2

APPLICATION: HOT MiX ASPHALT SURFACE CQOURSE, MIX L7, NTO
PG GRADE: PG 54-22

DESION AR ¥0IDS: 4. 0% & NDESION = TO

MIXTURE LOMPOSITION: iL-%.5

FRICTION AGGREGATE: MIXTURE C

MIXTURE USE: HMA BASE COURSE t10')

AFTER SHEET NO. 34: SHALL BE INCLUDED IN THE COST OF THE FCC BASE COURSE WIDENING, 8 AND MO APPLICAT10M: HOT MIX ASPHALT BASE COURSE
ADTTIONAL COMPENSATION WILL SE ALLOWED, PCC BASE COURSE WIDENING EXCEEDING & M PG GRADE: PG 64-22
WIDTH SHALL BF PAID FOR AS PCC BASE COURSE WIDENING OF THE THICKNESS SPECIFIED. DESIGH AIR YO1DS: 4.0% @ NDESIGN = 10
_ MIXTURE COMPOSITION: [4-19.0
ST, MO, DESCRIPTION 7 PCC BASE COURSE WIDENING SHALL BE MILLED TG THE SAME DEPTH AS THE ADJACENT FRICTION AGGREGATE: N A
ROADWAY TO FACILITATE CONSTRUCTION OF HMA SHOULDERS, THIS WORK WILL BE PAID FOR AS
. PORTLAND CEMENT CONCRETE SURFACE REMOVAL ( VARIABLE DEPTH). MILLING BUTT JOINTS MIXTURE USE: HMA SHOULDERS
100 STANDARD SYMBOLS. ABBREVIATIONS AND PATTERNS
000001 ~08 PANDARD S LS. ABBREVIATIONS AND WILL NOT SE PAID FOE SEPARATELY BUT SHALL BE INCLUDED IN THE CONTRACT UNIT PRICE APPLICATION: HOT MIX ASPHALT SHOULDERS
GO10G1-02 AREAS OF REINFORCEMENT BARS FOR HOT-MIX ASPHALT SURFACE REMOVAL, VARIABLE DEPTR, PG GRADE: PG B4-22
GO10G6 DECIMAL OF AN INCH AND OF A FOOT : DESIGN AIR VO1DS: 4,Q% & NDESIGN = 30
280001 -07 TEMPORARY ERDSION COGNTRGL SYSTEMS THE CONTRACTOR SHALL PROVIDE [NTERNET ACCESSIBILITY TO THE HMA PLANT QUALITY MIXTURE COMPOSITION: IL-1%. 00
CONTROL LAB SO THAT HMA PLANT REPORTS CAN BE E-MATLED T0 THE DISTRICT OFFICE. FRICTION AGGREGATE: N A
01-03 NAME PLATE FOR BRID
5150 ME PLATE 7O bES THIS REDUIREMENT SHALL BE INCLUDED IN THE €OST OF ALL HOT-MIX ASPHALT I[TEMS.
630001-10 STEEL PLATE BEAM GUARDRAILL THE FOLLOWING RATES OF APPLICATION HAVE BEEN USED IN THE CALCULATING PLAN
63020106 PLC/HMA STABRILIZATION AT STEEL PLATE BEAM GUARDRAIL REMOVAL OF TEMPORARY CONCRETE BARRIER FROM THE PROJECT SITE SHALL BE CONSIDERED OUANT[T1ES:
$30301-06 SHOULDER WIDENINGFOR TYSE [ { SPECIAL) GUARDRAIL TERMIMALS INCLUDED 1i THE TEMPORARY CONCRETE BARRIER PAY ITEMS AND NO ADDITIOMAL .
63500101 DEL [NEATORS COMPENSATION WILL BE ALLOWED FOR REMOVING THE TEMPORARY CONCRETE BARRIER. AGGREGATE MATERIALS 2.05 TONS/CU YD
BITUMINOUS MATERIALS ( PRIME COAT) 0.05 LB5/50 FT
635006-03 REFLECTOR AND TERMINAL MARKER PLACEMENT THE PAY ITEM TEMPGRARY RAMP HAS BEEN INCLUDED FOR THE CONSTRUCTION OF TEMPORARY HOT-MIX ASPHALT 112 LBS/S0U YD/ INCH
535011-02 REFLECTOR MARKER AND MOUMTING DETAILS RAMPS 1N ACCORDANCE WITH ARTICLE 406.0B OF THE STANDARD SPECIFICATIONS. THE COST
T01001-02 OFF -ROAD OPERATIONS, 20L2W, 15 MINIMUM AWAY FROM PAVEMENT EOGE PER SOUARE YARD SHALL INCLUDE BOTH THE INSTALLATION AND THE REMOVAL OF THE
101006-05 OFF-ROAD OPERATIONS, 2L2W, 15 AWAY YO EDGE OF PAVEMENT TEMPORARY RAMPS.
T01011-04 OFF -RDAD MOVING DPERATIONS, ZL2W, DAY DNLY THE ENGINEER SHALL BE THE SOLE JUDGE RECARDING THE CURING TIMES FOR ALL HORT-MIX
701201 -04 LANE CLOSURE, ZLZW. DAY ONLY ASPHALT,
TO1301-04 LANE CLOSURE, 2L2W. SHORT TIME GPERATIONS :
10131103 LANE CLOSURE, 2L2W, MOVING OPERATIONS - DAY ONLY gg&;:{iﬁo TRAFFIL BARRIER TERMINALS TO BE REMOVED SHALL BE PALD FOR AS GUARDRAIL
701321-13 LANE CLOSURE, 2L2W, BRIDGE REPAIR WITH BARRIER ’
701326-04 LANE CLOSURE, 2L2W, PAVEMENT WIDENING ALL ELEVATIONS REFER 7O U.5.G.S5. MEAN SEA LEVEL DATUM.
101801-03 TRAFF{C COMTROL DEVICES
THE COMTRACTOR WILL BE REOUIRED TO MODIFY THE EXISTING CHANMEL. AS DIRECTED BY
7 -ot TEMPORAR RETE BARRIER
04001-0 EMPO EY CONCRETE 8 E THE ENGINEER, TO MATCH BOTH ENDS OF THE PROPGSED BOX CULVERT. THE COST SHALL BE
72000101 SIGN PANEL MOUNTING DETAILS INCLUDED [N THE PAY [TEM FOR STONE RIPRAP, CLASS Ad.
720006~04 SIGN PANEL ERECTION DETAILS
720011-01 METAL POSTS FOR SICNS, MARKERS, & DELINEATORS
729601-01 APPLICATIONS OF TYPES A & B METAL POSTS (FOR SIGNS & MARKERS)
780001 ~04 TYPICAL PAVEMENT MARK INGS
781001-03 TYP[CAL AFPLICATIONS RAISEDC REFLECTIVE PAVEMENT MARKERS
#2201~ 03 CLASsS € AND T PATCHES
WICTURE USE: SURFACE COURSE BASE COURSE, 107 HOT-MiX ASPHALT SHOULDERS
AFFLICATION: FOT-MIX ASPHALT SURFATE COURGSE, Mik “Lo, NIG FOT-M]X_ASFHALT BASE COUHSE TiOT-M1X ASPHALT SHOULDERS
F GRADL: Foba-72° PCEA-24 Pi6a-22
DESIGH AIR _VOIDS: 4,07 AT NDESIGN = 10 2,07 K7 NDESIGH = 10 4,07, AT NDESIGH = 30
MIXTURE COMPOSITION: 11L-9.5 1L-15.0 TL-19.04
FRICTION AGGREGATE:  IMIXTURE € NA NA
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